Marked Records
34 Records on the marked list

STEP 1: Select sort and output fields for the entire marked list.

<table>
<thead>
<tr>
<th>Select sort option:</th>
<th>Select fields to include in addition to the author(s), article title and source.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Latest date</td>
<td>☐ cited references*</td>
</tr>
<tr>
<td>First author</td>
<td>☐ addresses</td>
</tr>
<tr>
<td>Source Title</td>
<td>☐ abstract</td>
</tr>
<tr>
<td>Times Cited</td>
<td>☐ language</td>
</tr>
<tr>
<td></td>
<td>☐ publisher information</td>
</tr>
<tr>
<td></td>
<td>☐ ISSN</td>
</tr>
<tr>
<td></td>
<td>☐ document type</td>
</tr>
<tr>
<td></td>
<td>☐ keywords</td>
</tr>
<tr>
<td></td>
<td>☐ ISSN</td>
</tr>
</tbody>
</table>

*Selecting the cited references may cause the server to time out with large numbers of records.

STEP 2: Select action for output.

Kourmatzis A, Shrimpton JS
ELECTROHYDRODYNAMICS AND CHARGE INJECTION ATOMIZERS: A REVIEW OF THE GOVERNING EQUATIONS AND TURBULENCE
ATOMIZATION SPRAY 19 (11): 1045-1063 2009

Jung JS, Moon JD, Kim JG, et al.
EHD atomization characteristics of a point-plate system with a porous point electrode
J ELECTROSTAT 67 (6): 862-869 NOV 2009

Adamiak K, Atten P
Numerical Simulation of the 2-D Gas Flow Modified by the Action of Charged Fine Particles in a Single-Wire ESP
IEEE T DIELECT EL IN 16 (3): 608-614 JUN 2009

Takeuchi N, Yasuoka K, Chang JS
Effect of Discharge Electrode Parameters on the Flow Velocity Profile of the Wire-rod Type Electrohydrodynamic Gas Pump Exit
IEEE T DIELECT EL IN 16 (3): 615-621 JUN 2009

Moon JD, Jung JS, Kim JG, et al.
An EHD Gas Pump Utilizing a Wet Porous Point Electrode
IEEE T DIELECT EL IN 16 (3): 622-628 JUN 2009

Takeuchi N, Yasuoka K
Efficiency of a Wire-Rod Type Electrohydrodynamic Gas Pump Under Negative Corona Operation

Dramane B, Zouzou N, Moreau E, et al.
Electrostatic precipitation in wire-to-cylinder configuration: Effect of the high-voltage power supply waveform
J ELECTROSTAT 67 (2-3): 117-122 MAY 2009

Chang JS, Tsubone H, Chun YN, et al.
Mechanism of electrohydrodynamically induced flow in a wire-non-parallel plate electrode type gas pump
J ELECTROSTAT 67 (2-3): 335-339 MAY 2009

Moon JD, Hwang DH, Geum ST
An EHD Gas Pump Utilizing a Ring/Needle Electrode
IEEE T DIELECT EL IN 16 (2): 352-358 APR 2009

Takeuchi N, Yasuoka K
Effect of Extension Length in a Surface Barrier Discharge on the Driving Force of Electrohydrodynamic Gas Flow
IEEE T DIELECT EL IN 16 (2): 364-371 APR 2009

Kim SC, Chun YN
CFD modelling of electrohydrodynamic gas flow in an electrostatic precipitator

Chang JS
Physics and chemistry of plasma pollution control technology
PLASMA SOURCES SCI T 17 (4): art. no. 045004 NOV 2008

Flow characteristics of wire-rod type electrohydrodynamic gas pump under negative corona operations
J ELECTROSTAT 66 (5-6): 342-353 MAY 2008
Zhao L, Adamiak K
Numerical simulation of the electrohydrodynamic flow in a single wire-plate electrostatic, precipitator

Flow characteristics of do wire-non-parallel plate electrohydrodynamic gas pumps
J ELECTROSTAT 66 (1-2): 115-121 JAN 2008

Electrohydrodynamically induced flow direction in a wire-non-parallel plate electrode corona discharge
J PHYS D APPL PHYS 40 (17): 5109-5111 SEP 7 2007

Balek R, Pekarek S, Bartakova Z
Power ultrasound interaction with DC atmospheric pressure electrical discharge
ULTRASONICS 44: E549-E553 Suppl. 1 DEC 22 2006

Balek R, Pekarek S, Bartakova Z
Ultrasonic resonator with electrical discharge cell for ozone generation
ULTRASONICS 46 (3): 227-234 JUN 2007

Visualization of the local ionic wind profile in a DC corona discharge field by laser-induced phosphorescence emission
J VISUAL-JAPAN 10 (1): 75-82 JAN 2007

Chun YN, Yeom DS
On the modeling of electro-hydrodynamic flow in a wire-plate electrostatic precipitator
KOREAN J CHEM ENG 23 (4): 560-565 JUL 2006

Three-dimensional EHD simulation for point corona electrostatic precipitator based on laminar and turbulent models
J ELECTROSTAT 64 (7-9): 628-633 JUL 2006

Dudzicz Z
Recording of dust particle oscillation path inside electric curtain by laser diode apparatus
OPT APPL 35 (4): 907-912 2005

Pekarek S, Balek R
Ultrasound and airflow induced thermal instability suppression of DC corona discharge: an experimental study

Mizeraczyk J, Jasinski M, Zakrzewski Z
Hazardous gas treatment using atmospheric pressure microwave discharges
PLASMA PHYS CONTR F 47: B589-B602 Sp. Iss. SI Suppl. 12B DEC 2005

A fundamental characteristic and image analysis of liquid flow in an AW type EHD pump

Characterization of ionic wind velocity
J ELECTROSTAT 63 (6-10): 711-716 JUN 2005

Pekarek S, Balek R
Ozone generation enhanced by ultrasound waves in hollow needle to plate electrical discharge
CZECH J PHYS 54: C721-C727 Part 4 2004

Dors M, Mzeraczyk J, Nichipor G
Influence of ammonia on NOx removal in corona discharge-molecular sieve hybrid system
J ADV OXID TECHNOL 7 (2): 142-144 JUL 31 2004

Pekarek S, Balek R
Ozone generation by hollow-needle to plate electrical discharge in an ultrasound field
J PHYS D APPL PHYS 37 (8): 1214-1220 APR 21 2004

Kanazawa S, Sumi T, Shinamoto S, et al.
Diagnoses of NO oxidation process in a nonthermal plasma reactor: Features of DC streamer-corona discharge and NO LIF profile

Dors M, Mizeraczyk J
Corona discharge-molecular sieve hybrid system for NOx removal from flue gas
J ADV OXID TECHNOL 7 (1): 86-90 JAN 31 2004

Two-dimensional imaging of NO density profiles by LIF technique in a pipe with nozzles electrode during NO treatment

Sato T, Nishiyama H, Kambe M
Characteristics of breakdown voltage at a narrow gap in a non-thermal plasma flow
J KOREAN PHYS SOC 42: S782-S786 Suppl. S FEB 2003

Kanazawa S, Ito T, Shuto Y, et al.
Two-dimensional distribution of ground-state NO density by LIF technique in DC needle-to-plate positive streamer coronas during NO removal processing